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OUTLINE

* PRELIMINARY CONSIDERATIONS
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PRELIMINARY
CONSIDERATIONS

* O-D trip matrices are a fundamental input for most problems
related to the management and planning of transportation
systems.

* O-D trip matrices were typically estimated by using sample
surveys of various types (expansive, time consuming, not
easily repeatable, etc.) and /or travel demand models.

* Recently, considerable work has been devoted to improve the
guality of O-D demand estimates by using cheap, easily and
automatically collectable traffic counts.
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PRELIMINARY
CONSIDERATIONS
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ASSIGNMENT
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PRELIMINARY CONSIDERATIONS
Example

! 3 Initial estimate of the O-D flows:
3 4
d 112 7
i 213 2
5 Counted Flows 6
f1"5 -15 fs,e =20 _
2 2 Distance Measures o,
Zm (dud _dod)
Zod (Do _aod)2 &uu
3 7
d, 1[5 10 66 8.702
2 5 0
fAS'ml,s =19
3 4
f”simsve —24 d, 17 8§ 26
2 3 2
3 7
d; 1 [ 12 3 @ 2.286
2 3 2

Department of Transportation Engineering University of Naples “Federicc II”




08/09/2015

PRELIMINARY
CONSIDERATIONS

Example

Initial estimate of the O-D flows:

3 4
d 112 7
1

213 2

5 Counted Flows 6
f15=15

f55=20

N
IS

The balance between unknown O-D flows d_4 and “independent”
information about counts n,
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PRELIMINARY
CONSIDERATIONS

Application

off-line

to design and evaluate
traffic management schemes
and systems

on-line

to support operation of real-
time control strategies (e.g.
predictive control)

Estimation | Prediction

to update an
estimate of OD
matrix using
observed link
flows (counts)

to predict OD
matrices for future
time slices
combining
historical OD
matrices, OD
matrices estimated
for previous time
slices, and
observed link
flows
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OUTLINE

* PART I: STATIC O-D ESTIMATION
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STATIC O-D ESTIMATION

Contents

* Notation and terminology
* Relationship between traffic counts and O-D demand flows
* Estimators of O-D trip matrices

e Solution methods
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STATIC O-D ESTIMATION

Notation and terminology

* Transport Network (N,L,C)
N: setofnodes NN set of centroids
L:  setof links
C:  set of link cost functions ¢, = ¢/(v)

e O-DTrip vector d={d,,} o,d eN,
d,4: average number of trips going from origin o to destination d
with a given mode within a given time period.

* Link flow vector f={f,} lel
f: n.of trips using link | in a fixed time period.

* Link cost vector c={c;} | el
c,: average gen. cost on link I.
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STATIC O-D ESTIMATION

Notation and terminology

* Path flow vector h= {h,}
h n. of trips using path k, connecting O-D pair (o,d), in a fixed
time period (k € I ).

* Path choice fraction matrix P= {p, ,,}
Pyod: P(k/0d) fraction of trips using path k (connecting O-D pair o,d)
in a fixed time period.

* Link-path incidence matrix A= {6}
O,: 1iflink | belongs to path k; = 0 otherwise.

* Assignment matrix M= AP ={m, ,,}
m, o4: fraction of O-D flow d,4 contributing to f;
Example
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D

demand flows
« EXAMPLE OF ASSIGNMENT MATRIX

1 4 6 0-D Path k Pkod
pair
i 1-3[D[1 46 79 3 0.30
9 3 d;3] [100 2)[1 457093 0.30
d{d }{so} 3)[1 45798 3020
2 5 7 3 4|1 46 798 3]0.20
23525793 0.70
g 6)|257983 0.30
N=2 (link 9-3 e link 8-3)
A . P = M
1-3 2-3
110.3
123 456 2 (0.3 1-3 2-3
9-3|1 1 1 o 3 (0.2 =(9-3/0.6 0.7
8-3 11 1 4 10.2 8-3/0.4 0.3
5 0.7
6 0.3
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D
demand flows

f/ =2 O hk
1 =2 O M= 2k Ok 2ot Prod oa
1= 200902k Ok Prod = Zod Mi0d Dod

fi=m’d

* ASSIGNMENT MAP
f=Ah = APd = Md

Example
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D

demand flows
« f=Md: NUMERICAL EXAMPLE

1 4 6
i 9 3 diz] [100
&—0 4=14 17| 80
2 5 7 23
8

f = M ° d
1-3[2-3

9-3[116] =[9-3|0.6]/0.7||1-3]/100

8-3| 64 8-310.4|0.3 2-3| 80
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D demand flows

The balance between unknown O-D flows d,4 and

“‘independent” information about counts n, for real networks

n, =1,000+10,000

n,q = (200 200)=-(1000x1000)
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D

demand flows
» M=estimate of M fromthe assignment model

* g =overall path cost vector

M(c) = AP(c)

. v=Md =v(d

Brus = plk/0d)0) i (d

g—alc M=I\Aﬂ+E A
f=(M-E)d=Md -Ed
Ed = 5™
f=Md+e™"
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STATIC O-D ESTIMATION

Relationship between traffic counts and O-D

demand flows
* Observed link flow vector (traffic counts) f = { f, } :

f=f+c%

fA=|\/IAd + oM 4 B =V(d )+g

€: vector of random error terms with E(g)=0

— measurement errors

— temporal fluctuation of demand

— assignment model (path choice and network) errors
— etc.

Department of Transportation Engineering University of Naples “Federico II” 18
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STATIC O-D ESTIMATION

Estimators of O-D trip demand

* PROBLEM STATEMENT

Estimate the O/D trip demand d by “efficiently” combining
traffic counts with all other available information

* ESTIMATION PROBLEMS
— Experimental information (sample surveys) + traffic counts
“CLASSIC” INFERENCE

— Non-experimental information (“a priori” information) + traffic
counts

|:> BAYESIAN INFERENCE

Department of Transportation Engineering University of Naples “Federico II” 19

STATIC O-D ESTIMATION

Estimators of O-D trip demand

GENERAL ESTIMATION PROBLEM

Several models have been proposed to estimate O-D flows by
combining counts with other information sources.

General Formulation

d* = argmin,_ [2,06d ) + Z,(v(x),f )]

where:

z,(x, d ) is a measure,of the “distance” between the unknown demand x and
the a prioridemandd ;

Z,(V(X), f ) is a measure of the “distance” between the link flows resulting
from the unknown demand x and the observed link flows f .

Department of Transportation Engineering University of Naples “Federico II” 20
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STATIC O-D ESTIMATION
Estimators of O-D trip demand

POSSIBLE FUNCTIONAL
FORMS for z,(.) and z,(.

Distance from the initial
estimate z,(x,d)

| Distance from flows
counts z,(v(x), f)

) Generalized least squares(GLS)
(d-x)TZ*d-x)
or
D s — g )? 1 Varlng,]

Generalizgd least squares (GLS)
(f =v00)'W 2 ( ~v(x)
or

> (v 00 /Varla]

Maximum Likelihood (ML)

Maximum Likelihood (ML)

d-x)TZd-x)
or
2 (Xeg ~Gog)” 1 Varlng, ]
Multinomial
D Xos kg 1)

> Xoa = CONSL.

Poisson Poisson
—zm (Mg IN(@ogs Xog ) = Xog Xog ) 3 v (0 -y, (x)
MVN MVN
d-x"z*d-x (F v W (F ~v(x)
or or
3 (g —og)?  Varlng] 2 (i —vi)varls;)
Bayes Bayes
Poisson Poisson
3 X 100t 7 gy <) 3 v (0 -y, (x)
MVN MVN

(F=v0) W (F =v(x)
or

3 (v () 1Varls]
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STATIC O-D ESTIMATION

Estimators of O-D trip demand

GLS ESTIMATORS

Experimental and numerical tests show that Generalized Least

Square method is rob
d=x+n

f=Mx+ ¢

ust.

E(m)=0
E(e)=0

Var(n)=2
Var(g)=W

ds = argmin[([d - x) T Z7%d - x) + (F M) T W LF - NI1x)]

XeS

Simplified Version:

d®® =argmin Z

x=0

(6. +Z(f, _

a1 /,odxod)Z

od

var [nod]
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STATIC O-D ESTIMATION

Solution methods

* LINK COSTS KNOWN
(uncongested networks or measured congested travel times)

d* = argmin [21 (X, a)"‘ Z, (M(é)x' f)]
x=0

standard linearly constrained
optimization algorithms

v

projected gradient algorithm

# Department of Transportation Engineering University of Naples “Federico II” 23

STATIC O-D ESTIMATION

Solution methods

* LINK COSTS KNOWN (TWATIO
fomand O D DEMAND
I L__—/
|
O D DEMAND
s TIMATION FROM[ ASSIGNMENT
TRAFS COUNTS MAF

|

Ink
performances

observed
ok Nows
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STATIC O-D ESTIMATION
Solution methods

* LINK COSTS UNKNOWN
(congested networks)
= FIXED-POINT MODELS
S5(M) =argmin, _[Z,(X,d)+Z,(MX, f)]
M =M (c(v(d)))
d*=46(M(d*))
d*=argmin, [Z,(X,d)+Z, ((c(v(d*))), )]

=> BILEVEL OPTIMIZATION MODELS
d* = argmin , ¢ [Z,(X,d) + Z,((v(x)). f)

wherev(x) =argmin ,  , z(f)

d 'A Department of Transportation Engineering University of Naples “Federico II” 25

STATIC O-D ESTIMATION

Solution methods
¢ LINK COSTS UNKNOWN 4 pron ESTIMATEL

DEMANT

[ |

0D DEMAND =
ESTIMATION ASSICNMENT
FROM TRAFFIC MAP
COUNTS
| 1
=<3 |
PERFORMANCE
FUNCTIONS I
taken from:
Cascetta (2009). Transportation System
Analysis: models and applications. 2" edition.
Springer. observed
o, link flows
A d Department of Transportation Engineering University of 26
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STATIC O-D ESTIMATION
Solution methods

* LINK COSTS UNKNOWN -> FIXED POINT SOLUTION ALGORITHMS

GENERAL STRUCTURE:
v' CALCULATION OF ASSIGNMENT MATRIX M'CORRESPONDING TO
DEMAND d*1.
> ASSIGNMENT OF DEMAND VECTOR d*1: vk = v(d*?)
> ESTIMATION OF LINK COSTS AND ASSIGNMENT MATRIX: ¢ =c(v")
M* =M(c*)
v' ESTIMATION OF DEMAND SUPPORT VECTOR YX:
y¥ =argmin [z,(x,d) +2,(M*x,)]

xeS

v DEMAND VECTOR UPDATING (MSA):

dk :klzldk—l +%yk

v STOP TEST:
y k ~d k-1

¥ # Department of Transportation Engineering University of Naples “Federico II” 27

STATIC O-D ESTIMATION

Solution methods
e APPLICATION

Nodes 2.903
Centroids 167
Road Links 5.102

Connector links 646
0-D pairs 27.889
Counts 82
(7:30-8:30 a.m.)
Hold-out counts 20

d is an out dated estimate of the O-D table

Department of Transportation Engineering University of Naples “Federico II” 28
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STATIC O-D ESTIMATION

Solution methods

* APPLICATION

Department of Transportation Engineering University of Naples “Federico II” 29

STATIC O-D ESTIMATION

Solution methods

« APPLICATION >  RESULTS (A)

Statistics MSE(f", f) = Z,(f*' - ﬁ)z RMSEYs = MSE(f, fyve
n, z| f/nl
Before updating After updating
j: 4 < L =
1000 ‘3‘{‘ b e
so0 o e T
MSE before 1,409,442 RMSE% before 0.52
MSE after 110,822 RMSE% after 0.21
% reduction of MSE -92% % red. of RMSE% -59%

Department of Transportation Engineering University of Naples “Federico II” 30
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STATIC O-D ESTIMATION

Solution methods

* APPLICATION > RESULTS (B)
Validation with hold-out counts

Cross validation (Before updating)

Cross validation (after updating)

0 S0 1000 1500 2000 2500 3000 3500

Assigned flows

counted flows

0 500 1000 1500 2000 2500 3000 3500

Assigned flows.

MSE before 1,581,023 RMSE% before 1.10
MSE after 68,456 RMSE% after 0.25
% reduction of MSE -96% % red. of RMSE% -77%

STATIC O-D ESTIMATION

# Department of Transportation Engineering University of Naples “Federico II”

Solution methods

APPLICATION >  RESULTS (B)
Validation with hold-out counts

INITIAL O/D INT EX TOT
INT 39,355 31,338 70,693
EX 43,942 13,454 57,396
TOT 83,297 44,792 128,089
ESTIMATED O/D INT EX TOT
INT 47,971 29,497 77,467
EX 41,256 8,688 49,944
TOT 89,226 38,185 127,411
% VAR INT EX TOT
INT 22% -6% 10%
EX -6% -35% -13%
TOT 7% -15% -1%

# Department of Transportation Engineering University of Naples “Federico II”
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OUTLINE

* PART II: DYNAMIC O-D ESTIMATION
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DYNAMIC O-D ESTIMATION

Extension of previous results to the case of time-varying (within
day dynamic) demand and link flows

* Notation and terminology

* Relationship between within-day Dynamic Traffic Counts and O-
D demand flows

* Simultaneous dynamic estimators of O/D trip matrices

Department of Transportation Engineering University of Naples “Federico II” 34
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DYNAMIC O-D ESTIMATION

Notation and terminology

* Observation period
n number of intervals 1,2.. j,.. n;
T  :duration of each interval

(n; T = total study period)

* O-D trip vectors d; {dlt]}
do4lt] : number of trips between O-D pair o,d leaving the origin during interval t

D2 D2 D2
D1 D1 D1
1 0 0
o1 4 o1t o1 1
1 1 1
02 2 02 P 02 1
! | ! |
| | | I
7:30 7:45 8:00 8:15

35
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DYNAMIC O-D ESTIMATION

Notation and terminology

* Link flow vectors
f; = {fiy}

fy; + average flow which can be counted on link / during interval j

* Within-day dynamic link flow definition
— counting section

fip=nlsc i)/ T

LH
— path flow vector h;,; = {h,[t]} ‘

h[t] : path flow, average number of trips per time unit on path k leaving
during period t

Department of Transportation Engineering University of Naples “Federico II” 36
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DYNAMIC O-D ESTIMATION
Notation and terminology

v Path choice fraction matrix P, = {p(k/t)}
p(k/t) : fraction of O/D flow d,; following path k, given departing interval t

h [t]=p(k|t)-d,[t]

v" Dynamic incidence matrix A[t/j]={8|,k[t,j]}
path flow h,[t] departing at time t crossing link / during interval j

fi ZZ o [til-h 1t

v’ Dynamic assignment matrix M, ; ={m, ,4[t,j]}
fraction of O/D flow d,,; contributing to flow on link / during period j (f;)

fui OZZZ o [t i1-p(k/1)- d [t]—zz m, [t j1d,,[t]

t=1,] Ik od t=1,j

Department of Transportation Engineering University of Naples “Federico II” 37

DYNAMIC O-D ESTIMATION

Relationship between within-day dynamic traffic counts and O-D
demand flows
Estimates of variables can be obtained through within-day dynamic assignment
models:

*Estimate of path choice fraction matrix F:

estimate of departure time/path choice probabilities (from demand model)

*Estimate of the dynamic incidence matrix A[t,j]
function of link performances (e.g. average speed) on intervals comprised
between t and j (see Dynamic Network Flow Propagation Models)

*Estimate of demand assignment matrix M [til
fractions of O/D flow d, contributing to flow on link | during period j

P

M, =A ]

[tjl = Z[til

SIM
ESTIMATED ASSIGNVMENT MAP  mmmm>  frj = 2 J'V'[t,] diy +é04)

Department of Transportation Engineering University of Naples “Federico II” 38
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DYNAMIC O-D ESTIMATION

Relationship between within-day dynamic traffic counts and O-D demand flows

EXAMPLE: DISCRETE PATH FLOW REPRESENTATION

d, ,[t=1]=5 vehicles 2 7
a=/
-~ a=d
- ~
! o T"" o 4
=2 ‘o‘""'/ a=5
Path k=1 Path k=2 Path k=3
1 /I/ 4 1 \/; 4 1 a/\ 4
3 3
2/5
Path choice fraction matrix: P =|3/5
0
# Department of Transportation Engineering University of Naples “Federico II” 39

DYNAMIC O-D ESTIMATION

Relationship between within-day dynamic traffic counts and O-D demand flows

EXAMPLE: DISCRETE PATH FLOW REPRESENTATION

Incidence matrix: A[t,j]

i=3
(k=1)(k=2)k=3) 2

=1 =2 A[13] 000
LI a= 3] =

) - :(a:3)0 00 1 4 000
1: @ 4 A[11] (a=5)0 0 0 .
o a4 3 a=5 :

# Department of Transportation Engineering University of Naples “Federico II” 40
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DYNAMIC O-D ESTIMATION

Relationship between within-day dynamic traffic counts and O-D demand flows

EXAMPLE: DISCRETE PATH FLOW REPRESENTATION
Assignment matrices: My ;=Ap ; P,

2
j=1 j=3
e a=l1 a=2 1 4
° [ ]
I} _ ~ u
= s 25
" 0 & o 3/5 0](a=3) \ 00 07 7 | [0
l1~ﬂ‘000'/‘0(a:5) ua =lo o o] |¥°]%|o
0 0
=2 2 j=4 2
1 4 1 .4
A s
. 2/5
10 01|%?] r25 " 2000‘3?520
Mgy = 01 ol 35|= 3/5 [14] 100 0 2/5
0

41
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DYNAMIC O-D ESTIMATION

Relationship between within-day dynamic traffic counts and O-D demand flows

- Observed link flows (counts) f,, ={f,;;}

flow counted on link / in time interval j

9 SIM
fo = t; ; My Ay + g

08s q f[/] = t=§j M[t,j] ) d[t] + 8[/']

Jo =Ty e

= &SIM _ _ cO0BS
€ = vector of random error terms due to:

» assignment model errors
» counting errors

Department of Transportation Engineering University of Naples “Federico II” 42
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DYNAMIC O-D ESTIMATION

Dynamic Estimators of O-D trip matrices

* SIMULTANEOUS ESTIMATORS

Computing the whole set of time-
dependent O-D matrices by using
counts over all intervals

simultaneously
d[l] '“'dm "“d[n i f[l] "“fm "“f[n.]
* * *
g9,

# Department of Transportation Engineering University of Naples “Federico II”

DYNAMIC O-D ESTIMATION
Dynamic Estimators of O-D trip matrices
* SIMULTANEOUS ESTIMATORS
Estimation of the whole set of demand vectors (diyo-dipy) :
(dygr-Gyp )= argmin, ., . 0% (x[l],...x[nj];ﬂm,...c?[nﬂ) +
+ zz(x[l],...x[m.];f[l],...f[nj])

4 d[i] : initial information about O/D vector d;
v" z,(.) z,(.) : functions to be defined, depending on the chosen estimator

GLS estimator

zl(.)zi(xj -d,)"Z;M(x; -d))

n i ~ ~ ~
Zz(-) ZZ(ZM[t,j]Xt _fj)Twil(M[t,j]xt - fj)

j=1 t=1

Department of Transportation Engineering University of Naples “Federico II” 44
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DYNAMIC O-D ESTIMATION
Dynamic Estimators of O-D trip matrices

e COMPUTATION OF THE ASSIGNMENT MAP
v link performances  (Ipy,--If;1) known (observed)
Dynamic Network Flow Propagation Model (DNFP) (tracking)

~

My =My, (r[l]"“r[j])

J
Vi = (Aot ) = sz}dt
t=1

v link performances unknown
Dynamic traffic assignment Model (DTA)

M[t,i] =M, (r[t](ft](d)),...r[j](v[j](d)))

Viyld) = ZMM (’? (f[l])/- . -z",-(V[,-](d)))dt

Department of Transportation Engineering University of Naples “Federico II” 45

OUTLINE

* PART Ill: QUASI-DYNAMIC OD ESTIMATION
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QUASI DYNAMIC O-D ESTIMATION
in within-day dynamic contexts

) ) ) Given n_ centroids, n, counted links and a period tincluding n; time
dlod: gJo. delo slices, the generic o-d flow for the time slice j may be expressed as the
product between the demand generated by o during the time slice j,
dl,, and the fraction going to destination d moving from o within the
time slice j, ply,

The factors affecting gi, are inherently within-day time varying, while the factors
affecting ply,, are more stable across different time slices

J) J)

The distribution probability pidID of the n; time slices j within T may be reasonably
approximated by its average p*il,, over T

$

i —qipl ~ip7() —iad
dod_go pd|o:go pd|o _dod

# Department of Transportation Engineering University of Naples “Federico II” 47

QUASI DYNAMIC O-D ESTIMATION
In within-day dynamic contexts

Intrinsic Error

The intrinsic bound is the difference between the demand flow

d,, and the corresponding quasi-dynamic flow d#%_,

inl A1 j.qd
Ieod - dod _dod

# Department of Transportation Engineering University of Naples “Federico II” 48
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QUASI DYNAMIC O-D ESTIMATION
in within-day dynamic contexts

The main problems in O-D estimation with traffic counts
depends on the balance between the nr of equation and the nr
of unknown

h

The quasi-dynamic assumption allows reducing the number of unknowns :

U generation profiles for each origin and time slice: n_x n; unknowns;
O average (within T) distribution shares: nc2 unknowns
while the equations are nj x n,

b

| Playing on the lenght of T equations and unknown can be balanced

Department of Transportation Engineering University of Naples “Federico II” 49

QUASI DYNAMIC O-D ESTIMATION
in within-day dynamic contexts

1

0\35“1 foati
-

O/<‘L3>f5,6[j] Counted Flows °

2

3 7
3 time slices - 9 mde_pendent d, 1 [ 6 3 dypr; =9
3 sensors equations 2 2 6 dy;;=8
3 time slices m) 6 generation 3 4
2 origins unknowns % s 4 dig =12 p(3/1)=2/3
2 distribution ™8 5 i qependent G day=12  pB3/2)=1/4
shares distribution 3 7

unknowns d 1 [ 10 5 dyzy =15

8 total 2 4 12 da3=16

unknowns
# Department of Transportation Engineering University of Naples “Federico II” 50
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QUASI DYNAMIC O-D ESTIMATION
in within-day dynamic contexts

GLS-based quasi-dynamic o-d flows estimator

d* =argmin [zl(x,a)+ zz<f(X),f)]

xe$

{097, g P ™ Y=

=arg min [zl(xl...x"' .o, dl.dh )+ zz(f(xl...x"' P )fl o )]
xt.x"es,
at..a™eS,

*n *1

{907 g P R =

j Lo W i (.) A 2
Vi r() _ fi

_ n g (Xj,ﬁg(n_djd)z - ,Z migxt - 750 - f

= arg min z o 7do o *ZZ

- i
x20 Vo, vjeT =1 0d=1 oot JENE (et

0<rgp<l Vaggeny, VreT
> mie=1 Vo, vreT
d

51
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QUASI DYNAMIC O-D ESTIMATION

Real test site of A4 - A23 motorways in North-Eastern Italy

& i - v Full test site with 17 origins, 124 links
! = and 272 o-d pairs
. - v' The A4 branch between Palmanova

[ and Trieste was eliminated and replaced
by a virtual junction close to the A4-A23
intersection

"Q' v Two independent closed systems
(one per carriageway) made by 13
origins, 91 o-d pairs and 49 links each

H
K]
Ay
H
i
>
N

v’ The entrance/exit toll system allows to obtain the true 10 minutes o-d flows (cars)

# Department of Transportation Engineering University of Naples “Federico II” 52
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QUASI DYNAMIC O-D ESTIMATION
in within-day dynamic contexts

Scheme of the experiment

—]

TRUE
OD MATRIX

Ex: spreading:
> equiprobabilistic
distribution model

Perturbation of
TRUE OD MATRIX

b

TRUE
ASSIGNMENT MODEL

LT

TRUE
LINK FLOWS

v

Perturbation of
TRUE LINK FLOWS

Department of Transportation Engineering University of Naples “Federico II”

COMPARISON «— | (op MATRIX

PRIOR
OD MATRIX

LINK
COunTs [l OD MATRIX

CORRECTION

CORRECTED

QUASI DYNAMIC O-D ESTIMATION

Real test site of A4 - A23 motorways in North-Eastern Italy

Empirical analysis of the intrinsic error of the quasi-dynamic estimator for
different durations of the sub-periods Tt of constant distribution percentages:

vehicle - quasi-dynamic time interval (hours)
indicator
class 0.5 1 2 3 6 12 24
" MSE 2.42 3.15 3.80 4.05 4.62 5.15 6.01
a
CVimse 0.363 | 0.415 | 0.456 | 0.470 | 0.503 | 0.531 | 0.573
MSE 1.38 1.77 2.11 2.20 2.51 2.66 2.81
passenger
Vamse 0.424 | 0.481 | 0.525 | 0.536 | 0.573 | 0.589 | 0.605
freight MSE 0.83 1.05 1.23 1.29 1.42 1.67 2.10
rei
& Vemse 0.603 | 0.679 | 0.734 | 0.753 | 0.789 | 0.858 | 0.961
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QUASI DYNAMIC O-D ESTIMATION

Real test site of A4 - A23 motorways in North-Eastern Italy

Pearson’s chi-squared test (Kendall and Stuart, 1979)

v Null hypothesis H, : the observed frequencies d/,,and the expected frequencies d*%9_ ,come
from the same distribution

oj (J) (i)

R R § r 2 |
, =z(d0‘d —djf zz(g;pcho ) v (pdo— Pit)
a dJe a 9o Pajo T Pajo
Likelihood ratio (LR) test (Kendall and Stuart, 1979)

v Null hypothesis H, : the observed distribution shares P/4)oand the corresponding quasi-dynamic
distribution shares p'/,,, come from the same distribution

v’ The quasi-dynamic distribution shares represent the null model and the observed distribution
shares the alternative model
pld [or(j)]" .
[T eld] \ 1 Pl 05(0)]

pg:—zlni:—zlnt’7‘:—2de1 :
Lie T old | oj1* 7 pld oj]
d

# Department of Transportation Engineering University of Naples “Federico II” 55

QUASI DYNAMIC O-D ESTIMATION

Real test site of A4 - A23 motorways in North-Eastern Italy
Pearson’s chi-squared test (Kendall and Stuart, 1979)

Distribution of the probability of acceptance of the null hypothesis of all (n;n,)
tests for April 14t with reference to different t, durations

035 4
t.duration
03 —-0,5h -=1h
Probability of
acceptance larger than

0.25
f 80% exhibited by almost
g 02 60% of tests in the most
3 favourable situation
5o (£,=0.5 h) and by about
g 40% of tests in the worst
$ ot case (t,=24 h)

0.05

0 + T T T T T T T T T T T T T T T T T T ¥
5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
X2 statistics: probability of acceptance of the null hypothesis (%)
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QUASI DYNAMIC O-D ESTIMATION

Real test site of A4 - A23 motorways in North-Eastern Italy

Comparison of the probability of acceptance of the null hypothesis using
the two different statistics (), and LL tests), for t,= 1 hour

03 4
t.duration

0.25 - —-1h LLtest
—_ -#-1 h chi2 test
€ 02 -
°
£
F
]
=4 0.15
3
£
S
S
©
5 01 -
(=3
“
(=]
xR

0.05

0 —Mmm - w—Mm - ——————
5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
probability of acceptance of the null hypothesis (%)
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QUASI DYNAMIC O-D ESTIMATION

Description of the experiments on the real test site of A4 - A23
motorways in North-Eastern Italy

v Perturbation of the observed o-d flows to obtain the seed o-d flows

* the observed generation profiles are perturbed using a coefficient of variation
of 0.3
« uniform distribution shares across all destinations are assumed

v Estimation/updating on the basis of a subset of 15 link counts

* the subset is chosen by means of the max flow method proposed by Yang and
Zhou (1998) amongst the observed link flows

* the observed link flows are calculated through the dynamic network loading of
the observed o-d flows

* error-free link counts, error-free assignment map

v' The quality of the tested estimator is measured by comparing the
updated o-d flows with the observed o-d flows

* standard goodness-of-fit measures are used
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QUASI DYNAMIC O-D ESTIMATION

Experiments on the real test site of A4 - A23 motorways in
North-Eastern Italy

Tested estimators

v" QD-GLS estimator

* the distribution shares are kept constant for the whole day

v’ Static GLS estimator

* 24 daily static estimate/updates (a duration T,=1 hour is assumed)
v Simultaneous dynamic estimator

v" Kalman filter estimator

* three different experiments are carried out depending on the type of
seed o-d flows
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QUASI DYNAMIC O-D ESTIMATION

Experiments on the real test site of A4 - A23 motorways in
North-Eastern Italy

Kalman Filter (KF)

v The KF is a recursive algorithm that uses a series of
measurements observed over time to produce estimates of
unknown state variables

v The main assumption of the KF is that the underlying system is a
linear dynamical system and that all error terms and measurements
have a Gaussian distribution

v’ The KF is the best linear unbiased estimator (BLUE)
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QUASI DYNAMIC O-D ESTIMATION

Experiments on the real test site of A4 - A23 motorways in
North-Eastern Italy
Kalman Filter (KF)

v’ Typically applied in on-line estimation/prediction but suitably adaptable to
off-line contexts

v State variables: o-d estimates

v/ Measurement equation: dynamic network loading equations

Nog

Ld o

i_ Py j

fil = zzmodlxod + 4
j'=jjod=1

v’ Transition equation: o-d flows related to a time slice j are expressed as a result
of the update of an historical estimate by means of a within-day autoregressive
process of order p based on the deviations from the historical estimates observed
for the p time slices prior to j
i
i+ j+l IN VI I j+l
Xog =0poq + Z?’od(xod _dHod)+a0d
i=lp
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Experiments on the real test site of A4 - A23 motorways in
The simultaneous estimator provides a North_EaStern Ita Iy
noteworthy reduction but is outperformed
by the QD Results
LN
MSE
a ultaneous updating Quasi-dynamic (7 =T=24h) Kalman filter
a seed matrix| oction| nsie updating true seeds [_simultaneous seeds | _quasi-dynamic seeds
absolte | % reduction | |absolute | % reduction | absolute |9%reduction | absolute | % reduction | absolute |% reduction

MO |April 14" 329 20.9 -37% 241 6.40 -81%

U [apritzs™ | 35.1 210 Do | 238 7.50

WE |April 16™ 36.7 21.6 ( -41% ) 2.59 8.16 -78% 3.23 -91% 20.56 -44% 7.56 -79% }
TH |April 17" 38.7 21.9 “27% 2.74 8.57 ~78% 3.45 9T% 21.90 “A3% 8.72 -
FR |April 18" 48.2 233 -52% 3.91 14.77 -69% 3.09 -94% 23.65 -51% 10.51 -78%
CVrmse
day updating Quasi-dynamic (7 =T=2ah) Kalman filter
Seedmatrix| — intrinsic updating true seeds [ i seeds | a
absolute % reduction | "¢ or [ "absolute | % reduction | absolute |% reduction | absolute |%reduction | absolute | % reduction

MO |April 14" 2.20 1.75 -20% 0.59 0.97 -56%
TU |Aprit1s™ | 2.27 1.76 - 0.59 1.05 P
we [aprite” | 224 | 172 ([ -23% ) 060 | 1.06 ([ -53% ) o066 ([ -70% ) 168 ([ -25% ) 1.02 ([ -55%
TH |April 17" 2.23 1.67 -25% 0.59 1.05 -53% 0.66 -?77% 1.67 25% 1.06 3%
FR |April 18" 2.22 1.55 -30% 0.63 1.2/{ -45% 0.56 -7‘5% 1.56 -30% 1.04 -53%

v

The performances of the Kalman filter
are entirely dependent on the quality of
the seed o-d flows

m

Effectiveness of the QD-GLS estimator:
significant reduction with respect to the
initial perturbed seed o-d flows
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QUASI DYNAMIC O-D ESTIMATION

Experiments on the real test site of A4 - A23 motorways in
North-Eastern Italy

Results of hourly o-d estimates obtained with the static GLS estimator and by
aggregating simultaneous, QD-GLS and Kalman filter estimates

MSE
B Static updating i dating Quasi-dynamic (¢ =T=24h) Kalman filter
v seedmatrix| T reduct P — intrinsic updating true seeds [ si i
absolute % reduction | absolute | reduction | ~oror  [“absolute |%reduction | absolute |%reduction | absolute |%reduction | absolute | % reduction
MO |April 18" 1047 734 -30% 681 -35% 27 155 -85%
TU |April 15™ 1101 795 L—28%~ 677 =399~ 28 170 f—85%~
WE [aprit16" | 1151 824 (| -28% 693(| 40% | 32 187C] -84% ) 19 -98% 648 | -44% 164 | -86%
TH [April 17" 1221 839 -31% 702 -43% 33 192 -84% 17 -99% 697 -43% 183 -85%
FR |April 18" 1539 959 -38% 679 -56% 58 394 -74% 39 -97% 743 -52% 234 -85%
CVamse
day Static updating dating Quasi-dynamic (¢ T=24h) Kalman filter
seedmatrix| o |5 reduct P — intrinsic updating true seeds [ i d quasi
dbsolute |reduction| absolute |*reduction | emor [ absolute |% reduction | absolute % reduction | absolute |% reduction | absolute |% reduction
MO |April 18" 2.06 1.73 -16% 1.66 -20% 0.33 0.79 -62%
TU |April 15" 2.12 1.80 =15% 1.66 = 0.34 0.83 =l
WE |April 16™ 2.09 1.77 -15% 1.62( -23% 0.35 0.84( -60% 0.27 -87% 1.57 -25% 0.79 -62%
TH |April 17" 2.08 1.73 B 1.58 B 0.34 0.83 E 0.25 -88% 1.57 -24% 0.81 -61%
FR |April 18" 2.09 1.65 -21% 1.39 -34% 0.41 1.06 -49%\ 0.33 -84% 1.46 -30% 0.82 -61%

The QD-GLS estimator outperforms both the
static and the simultaneous estimators
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QUASI DYNAMIC O-D ESTIMATION

Experiments on the real test site of A4 - A23 motorways in
North-Eastern Italy

Distances between the observed link flows and the link flows obtained
assigning the updated o-d flows

MSE
all links counted links hold-out sample The intrinsic bound iS the
QD-GLs Kalman - QD-GLS Kalman - QD-GLS Kalman .
. s 2 | 2 s 2 | 2 5 |2 distance between the
day Ele o8 18ul8u 2|yl | 8 (8.L]8L8 |23 (3.8, K
gl 2 s |8 |28(S58| 2|25 |8 |58|5¢8[2 |2 |5 |¢8 (28|58 observed link flows and the
S1E 2| S¥(38|2 |2 | 8| |28|58| 2|2 2 e |385¢ ; -
2|5 || B|EV|E7| S| = | 3|2 |E°|E"| | |38 |E"% flows obtained assigning the
£ s |2 : |2 5 |8
P . .
Mo [aprit1a® | 369 24 | 80 - | 10| 49 | 106 - |s27| 13 Ja13| - | - | - true” quasi-dynamic o-d
U [apritas® [423] 23 ]130] - | - [ - [ o a1]oe| - [ - | - [e06] 15 1a5] - | - flows
We [aprit1e® | 4220 24 D137| 16 [ 349 | 92(] 1244 18| 3 [ 12 [ 12 [ 603 15 {45 2] 499 127
T [aprit® [407| 27 [137] 15 [406]122] 9 |49 | 122| 4 [ 14 [100[s82] 18 [143 579[132
PR |aprits” | 70 | 46 [264[ 31 [398[129] 84 | 85 [ 469 | 20 | 32 [136[603[ 28 [174] 35 [126 . .
RMISE The QD-GLS estimator is very
all links counted links hold-out sample \ robust on the hold-out sample
QD-GLS Kalman N QD-GLS Kalman N QD-GLS Kalman | N ’
day s olulalz I8 18T ez [ElE].T.]c]z ¢ outperforming the simultaneous
e 2 |5 | g |s8|58| 8|2 | €| ¢ (28|15¢|5 |2 |5 |¢ |28[5%8 estimator and allowing the
S eS| |5%|g%| 22| 8|2 |33 BB |8 |5%F¢ ) )
B S| E|ET|ET| S| S| E|ETIET|S|C || E|E|E Kalman filter to obtain very
mo[apriia® [050[0.13]0.23] - | - | - [0.04]0.08]0.12 -~ [w31fo2tfoen]| - | - [ - effective results
1 [apritzs® o.55[0.13[0.31] - | - | - Jo.0a]o.08]0.12] - [ - | - [143[0.23]0.70] - | -
WE [aprit16® |0.53¢0.131p.30[0.10] 0.48]0.26]0.02{0.08]p.13] 0.02 [0.04 1.37]0.22)0.67[p.26(1.24 [p.63 The simultaneous estimator
T apritz* 0.49|0:13]0.29]0.10]0.49] 0.27]0:03] 0.08| 0.12 | 0.02 [0:04 | 0-1 1} 1-29]6- lo.24] 0.61 outperforms others for
R [apritzs” [0.17]0.14]0.34]0.11]0.41]0.24]0.08]0.09] 0.20] 0.04 | 0.05]0.11[1.14]0.25]0.61]0.28[ 1.10[0.52 ]
counted links
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CONCLUSIONS

STATIC

v easier to implement (static assignment matrix)
v faster to compute

DYNAMIC

v’ better estimators of static flows!

v needed for dynamic assignment
v’ quasi-dynamic outperforms simultaneous
v’ quasi-dynamic computationally more time-demanding

# Department of Transportation Engineering University of Naples “Federico II”

CONCLUSIONS

Innovative vehicles tracking system
Example on board units in Italy
80’000 vehicle trajectories (two months)
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Example

CONCLUSIONS

Innovative mobility surveys

HAPPY MOBILITY
SURVEY >>»)

Ot Swwmion

Traditional
surveys

CONCLUSIONS

Innovative info sources to estimate O-D flows

Innovative
mobility
surveys

Traffic Counts

Initial
estimate

Innovative
vehicles
tracking system

of O/D
flows

l

0O/D correction
with traffic
counts

Edaannd
e
-

«—

Assignment
matrix

Corrected
0/D flows

A ﬁ # Department of Transportation Engineering University of Naples “Federico II”

68

08/09/2015

34



